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1

RECOMMENDED MINIMUM PITCH OF 1:12

TO PREVENT POOLING WATER ON GLASS

5
°

1/2"x1/8"

GLAZING TAPE

CONTINUOUS

SEALANT JOINT

#10 X 5/8" PAN HEAD

SCREW  AT 18" O.C.

RST-1 EXTRUDED

ALUM.  PERIMETER

FRAME, MITERED

AND WELDED AT

CORNERS

1/4" x 2-1/2" S.S. LAGS

@ 24" O.C. & WITHIN 6"

OF CORNERS - 2 PER

SIDE MIN.

MAXIMUM FIT FLANGE TO FLANGE

EPDM GASKET

RST-2CAP EXTRUDED ALUMINUM

SILL CAP, MITERED AND WELDED

AT CORNERS

NORTH AMERICAN

STANDARD

PROGRAM INSULBAR

THERMAL BREAK

SHAPE 1953

1/2"

O.D. CURB

3/16" ACRYLIC DOME

3/16 x 3/8" EPDM SPONGE

GLAZING TAPE

1/8" ACRYLIC DOME

O.D. CURB WITH ROOFING

O.D. FRAME

I.D. CURB
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GLASS TYPE SHGCU-VALUE

     SKYLIGHT GLAZING SCHEDULE     

O.D. CURB DIM.

TYPEUNIT QTY. SLOPE

SHOP GLAZED

(W X H)

LIGHT TRANS

FIELD GLAZED

INSTALLATION:

COLOR:

FINISH:

LITES

# GLASS MAKE-UP

-

1


